
6. STEEL GRADE: 

TC - Tuf-Cat - Heat Treated Boron Based Steel - Available in 7/16", 1/2", and 5/8" 
diameter rods; hardened to RC 48-52; Noffsinger premium grade chain; 
Yellow color. 

SA - Super Alloy - Heat Treated Alloy Steel - Available in 7/16",1/2", and 5/8" diameter rods; 
hardened to RC 46-50; Noffsinger premium grade chain; Grey color. 

SG - Super Grade - Heat Treated High Carbon Steel - Available in 5/16",3/8",7/16", and 1/2" 
diameter rods; hardened to RC 40-44; Noffsinger 'Work Horse of the 
Industry'; Blue color. 

SD - Standard Grade - High Carbon Steel - Available in 5/16" and 3/8" diameter rods; hardness 
of RC 28-32; Black color. 

FLiTES: 

Flites are used for safe and efficient movement of product. They come in four different ends: 
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The standard sprocket run is 1-1/4 inches.	 Be sure flite is UP when specifying hook 
direction. 

MEASURING PITCH: 

The following method of pitch measurement can be 
used when chain is worn or when only one link is 
available. 

Pitch = "Pi' - (2 x diameter) 
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Available Pitches (in inches): 
1.00 1.06 1.12 1.16 1.19 
1.38 1.56 1.62 1.75 1.88 
2.37 2.50 4.50 4.75 5.06 
5.35 5.60 6.00 
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